
Linear Guideway

Compact

LG211

(Specify margins with)

※ When high precision is selected additionally,

it needs to be marked after    (L length).

LG211 - 2 - M - 20- 2000 - ( N - Z0 )

TYPE B
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hole
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Slider H

combination
high

D E F

unit : mm

Mx

S 40.6 22.2 - 4.6 9.8 0.068 0.032 0.1

M 58.6 40.2 26 9.3 19.6 0.136 0.117 0.17

L 66.1 41.7 26 11.3 23.7 0.164 0.169 0.18

XL 81.1 62.7 34 13.7 31.4 0.217 0.293 0.22

S 48.3 27.5 - 7.4 15.7 0.146 0.064 0.17

M 69.3 48.5 32 14.3 30.5 0.285 0.22 0.26

S 54 32.3 - 10.3 21 0.225 0.101 0.21

M 79.2 57.5 35 20.1 41.1 0.44 0.352 0.38

S 64.2 37.2 - 14.7 27 0.35 0.15 0.5

M 94.8 67.8 40 29.7 54.6 0.706 0.551 0.8

L 105 78 40 38.5 70.7 0.915 0.821 0.94

XL 130.5 103.5 60 42.9 86.7 1.122 1.336 1.16

S 75.5 44.5 - 21.2 40.7 0.643 0.269 0.8

M 111.5 80.5 50 42.4 81.1 1.282 0.972 1.2

L 123.5 92.5 50 52.9 101.4 1.602 1.396 1.4

XL 153.5 122.5 72 58.3 125.3 1.981 2.286 1.84

M 129 94 60 58 108.9 2.3 1.524 1.64

L 145 110 60 69 129.5 2.736 2.122 1.93

XL 174 139 80 79.7 163.3 3.449 3.379 2.42

M 155 116 75 69.8 133.4 3.303 2.304 2.67

L 193 154 75 94.2 178.9 4.428 4.101 3.57

XL 210 171 95 127.7 253.6 6.279 6.458 3.97
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